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Standard Operating 
Procedure (SOP)  

   

CORROSIVES 

Effective Date: 8/23/2013 Revised Date: 10/6/2022 
Introduction 

➢ This SOP applies to the various chemicals that are Corrosive, either acidic or alkali.  Corrosive 
materials can cause destruction of living tissue by chemical action at the site of contact.   This 
SOP does not apply to Hydrofluoric acid or Nitric acid.  These have individual SOPs. 

POTENTIAL HAZARDS 
➢ Corrosive damage can occur not only on the skin and eyes, but also in the respiratory tract and, 

in the case of ingestion, in the gastrointestinal tract.   While acids and bases are familiar 
corrosives, many other materials are corrosive to the body including bleach and phenol. 

Health Hazards 

 
Personal Protective Equipment 
EYE PROTECTION 

➢ Safety glasses, goggles or face shields shall be worn during operations in which Corrosives might 
contact the eyes (e.g., through vapors or splashes of solution). 

➢ Ordinary (street) prescription glasses do not provide adequate protection.  Adequate safety 
glasses must meet the requirements of the Practice for Occupational Education Eye and Face 
Protection (ANSI Z87.1-1989) and must be equipped with side shields. 

 
HAND PROTECTION 

➢ Use disposable nitrile gloves when working with chemicals.  Check chemical compatibility chart 
for breakthrough time when using Corrosives. 

➢ Laboratory personnel should thoroughly wash hands with soap and water before and 
immediately upon removal of gloves. 
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LAB COATS, ETC. 

➢ Button lab coats, closed toed shoes, long pants and long sleeved clothing shall be worn when 
handling CORROSIVES.  Protective clothing shall be worn to prevent any possibility of skin 
contact with CORROSIVES. 

Work Practices 
➢ Purchase corrosives in the smallest containers that are practical for lab use. 
➢ Purchase in shatter-resistant containers if available (such as PVC-coated glass). 
➢ Work with the smallest practicable amount and lowest practicable concentration of corrosive 

materials.  
➢ When diluting acids, the acid should be added to water slowly, in small amounts. 
➢ Avoid contact with incompatible materials. 
➢ Use fume hood when working with corrosives with high vapor pressure.  

Special Handling Procedures and Storage Requirements 
 

 
 

Waste Disposal 
➢ Chemicals shall not be drain discharged unless prior approval is given by EH&S. 
➢ Excess Corrosives and all waste material containing Corrosives must be placed in a container 

labeled with the following “HAZARDOUS WASTE (Corrosive Chemical Name)”.   
➢ Contact EHS at x3427 for hazardous waste removal.  
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Emergency Numbers 
 

Emergency Numbers:  

Fire and Medical Emergencies x5911 (911 on cell phone) 

Environmental Health and Safety x3427 

FastMed Urgent Care (employees) (336) 714-4616 

Student Health (students only) x5218 

Poison Control 800-222-1222 
 

First Aid 
 

 



4 
 

 
 
 

Standard Operating 
Procedure (SOP)  

   

CORROSIVES 

Effective Date: 8/23/2013 Revised Date: 10/6/2022 

 
 
Spill and Accident Procedure 
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